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At Solar Pump Solutions it is our passion to create innovative

solar water pump systems for a wide range of applications. We
strive to deliver intelligent, yet simple to use, solutions to our
customers requiring minimal installation.

Our systems have received numerous international awards
including being named the overall winner at the Enterprise
Ireland NPA Innovation Arena 2017 and the overall Machinery
Innovation award at the Royal Welsh Show 2019.

All SPS products are designed and manufactured in our purpose
-built facility in Borrisokane, Co. Tipperary, Ireland, ensuring fast

production times and complete quality control.

Talk to the leaders in solar pumping technology today!



Complete Solar Water Systems

Each SPS model is supplied ready to use requiring minimal

installation. The systems come complete with source-side pipe-

work and battery(s) included.

Simply place the system close to a water source, place the
suction pipe or submersible pump in the water and switch the

system on.

Water will be taken from the source and pumped at high pres-
sure on demand. The system will operate automatically keeping
up to eight water delivery tanks/troughs full, pumping a dis-
tance of up to 2.5km and a head height of up to 120m.

Each system can also power a 12V secondary output.
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Surface Water Systems

Y
SolarFlo " 35

Fully Enclosed Design

5m Heavy Duty Suction
Pipe as standard

Heavy Duty Stainless
Steel Filter

Solar PV Panel

Easy to transport

Galvanised steel housing
for strength and durability



Surface Water Systems
Y _
SolarFlo " 50H/70/100 \

Twin solar panel integrated

Outlet pipe connection

Easily folded for transportation

Unit can be locked and bolted
to concrete base for security




Surface Water Systems

Technical Information:

SolarFlo Model 35 50H 70 100
Pump Voltage (v) 12 12 12 12
Pump Type Diaphragm Diaphragm Diaphragm Diaphragm
Volume/Day (L) 3,500 3,500 7,000 10,000
Pre-set Cut-In Pressure (psi) 25 50 25 25
Pre-set Cut-Out Pressure (psi) 35 70 35 35
Max Cut-Out Pressure (psi) 40 80 40 40
Max Pumping Height (m) 20 40 20 20
Max Vertical Suction Lift (m) 5 5 5 5
Battery Storage (KWh) 1.25/2.5 1.25/2.5 1.25/2.5 2.5
12V Electric Fence Supply Yes Yes Yes Yes
Suction Pipe Length (m) 5-30 5-30 5-30 5-30
Net Weight (kg) 180 200 200 250

Dimensions Lx W xH (cm) 140 x 55 x 73 140x 102 x 102 140x 102 x 102 280 x 102 x 102
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Features

° Self-priming pump o Low battery protection

o Run dry protection o Automatic pressure switch operation
° Thermal overload protection o Optional timer operation

o Smart Control system o High pressure water reserve

All systems come ready to go

v

100% Solar Powered

A

No electricity required




Submersible Water Systems

SolarFlo'" 35SB
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Twin solar panel design -
=

Submersible Pump
Connection

Outlet pipe connection

SolarFlo Model 35SB
Pump Voltage (v) 12
Submersible,

Pump Type Diaphragm
Volume/Day (L) 3,500
Max Cut-Out Pressure (psi) 60
Max Pumping Height (m) 40
Max Well Depth (m) 40
Battery Storage (K\Wh) 1.25/2.5

12V Submersible .

Stainless Steel 12V Electric Fence Supply Yes

u)laphragm P“my Net Weight (kgs) 180

Dimensions Lx Wx H (cm) 140 x 55 x 73




Submersible Water Systems

SolarFlo'" 70SB

4 =N N\ SolarFlo Model 70SB
= Pump Voltage () 24
Submersible,
L Pump Type Helical Rotor/
v Centrifugal
Volume/Day (L) 7,000
Max Cut-Out Pressure (psi) 100
Max Pumping Height (m) 60
Max Well Depth (m) 60
u Battery Storage (KWh) 2.5
24V Submersible 12V Electric Fence Supply Yes
Stainless Steel
kl-lelical Rotor Pump/ Net Weight (kgs) 200

DimensionsLx Wx H (cm) 200 x 200 x 200



Submersible Water Systems

SolarFlo'" 100SB

SolarFlo Model 100SB
a0
20 Pump Voltage (1) 24
| Submersible,
K Pump Type Helical Rotor/
i Centrifugal
Volume/Day (L) 10,000
Max Cut-Out Pressure (psi) 100
Max Pumping Height (m) 60
L - Max Well Depth (m) 60
24V Submersible Battery Storage (K\Wh) 2.5
Stainless Steel -
u_'e“ca' Rotor Pumy 12V Electric Fence Supply es
Net Weight (kgs) 280

Dimensions Lx Wx H (cm) 400 x 200 x 200



Submersible Water Systems

SolarFlo'" 150SB

/ m \ SolarFlo Model 150SB
(T Pump Voltage (1) 48
Submersible,
Pump Type Helical Rotor,
Centrifugal
Volume/Day (L) 15,000
Max Cut-Out Pressure (psi) 100
L Max Pumping Height (m) 60
_ Max Well Depth (m) 60
48V Submersible Battery Storage (K\Wh) 2.5
Stainless Steel
u.' elical Rotor Pumy 12V Electric Fence Supply Yes
Net Weight (kgs) 420

DimensionsLx Wx H (cm) 600 x 200 x 200
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W: solarpumpsolutions.com
E: sales@solarpumpsolutions.com
P: +353(0) 6756612

M: +353 (0) 861216312




